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Technical specificaTion: aUTo TRiGGeR Rf, Kp500a
Article number Name Weight net/gross (kg) L x W x H Product (mm) L x W x H Box (mm)   

KP500A Auto Trigger RF 0,19/0,22  85x65x35     145x85x45

Technical spec, Kp500a-series
published 2012-12-11

AUTO TRIGGER RF (KP500A)
Auto Trigger RF is produced to control your screen automatic. When you turn on your projector the screens goes 
down and when you turn it off the screen goes up. It is a powersensing device that measures the load from your 
projector. When the load starts or goes away, then the transmitter sends an RF-signal to the remote control system.

Rf TRansmiTTeR 
The wireless remote control is of RF-type (Radio Frequency) and 
can send the signal app. 20 meters indoors. RF-signals don´t need 
visual contact and can therefore be hidden behind panels or 
ceilings.

fRecUencY Rf
The transmitting frecuency is 433,92 Mhz

WoRKinG TempeRaTURe
The approved working temperature is 0 to +45 degree celcius.

elecTRiciTY
This system is CE-marked and suitable for 230 v power (230V/50-
60 Hz). The fuse is 9 A.

connecTion
Auto Trigger RF are to be connected between your projector and 
the electric socket. The KP500A has to be paired with the remote 
control system KP300A, see operation guide (KP300A are sold 
separatly or delivered together with an electric Kingpin Screen).

VeRsions
The Auto trigger RF comes in 2 versions (different type of RF-
senders); KP500 och KP500A.
KP500 connects with the Remote Control System KP300.
KP500A connects with the Remote Control System KP300A. 
It is not possible to connect them in other ways.
Check which version you have on your Remote Control System 
by the label on the backside of the control box.


